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THREAD 
PG

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

Pg 11 3/8” 9,7 22 15 26 29 27 25 299.411.0 8,2

Pg 13,5 3/8” 10,4 22 15 26 29 27 25 299.413.0 8,2

Pg 16 1/2” 13,7 24 15 29 29 27 25 299.416.0 8,2

Pg 21 3/4” 18,8 27 15 35 32 32 10 299.420.0 13,6

Pg 29 1” 24,2 33 18 42 37 - 5 299.426.0 22,4

Pg 36 1.1/4” 31,6 38 18 56 46 - 5 299.435.0 46,4

Pg 42 1.1/2” 36,8 44 18 64 55 - 1 299.440.0 63

Pg 48 2” 48 51 18 77 58 - 1 299.450.0 106

Pg 45° fitting, male, galvanised steel

THREAD 
PG

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

Pg 11 3/8” 9,7 37 15 26 - 24 25 299.011.0 6,8

Pg 13,5 3/8” 10,4 37 15 26 - 24 25 299.013.0 6,8

Pg 16 1/2” 13,7 38 15 29 - 27 25 299.016.0 7,2

Pg 21 3/4” 18,8 38 15 35 - 33 25 299.020.0 10,8

Pg 29 1” 24,2 44 18 42 - 40 5 299.026.0 15,6

Pg 36 1.1/4” 31,6 54 18 56 - 55 5 299.035.0 38,4

Pg 42 1.1/2” 36,8 62 18 64 - 61 1 299.040.0 56

Pg 48 2” 48 64 18 77 - 77 1 299.050.0 68

THREAD 
ISO

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

M16 x 1,5 3/8” 9,7 32 15 26 34 27 25 295.912.0 10

M20 x 1,5 1/2” 13,7 33 15 29 38 27 25 295.916.0 10,6

M25 x 1,5 3/4” 18,8 37 15 35 44 34 10 295.920.0 21,4

M32 x 1,5 1” 24,2 44 18 42 51 40 5 295.926.0 25,6

Pg straight fitting, male, galvanised steel

ISO 90° fitting, male, galvanised steel

ANAMET FITTINGS, IP 67, GALVANISED STEEL




